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ENDÜLÜS KROM 500 LT PROCESS MIXER AISI 304L 

Piece 1 

Capacity (Body+Bottom Conical) 600 LT 

Density 1,0 – 1,25 gr/cm³ 

Working Pressure Atmospheric 

Working Temperature min °C / max °C 3°C / 90°C 

Tank Dimensions 
Tank Inner Diameter 
Tank Outer (Isolated) Diameter 
Cylindrical Height 
Overall Height 
Bottom Cone Angle 
Top Cone Angle 
Tank Outlet Height 

 
1.100 mm 
1.240 mm 
600 mm 
2.000 mm 
15° Conical 
12° Conical 
~ 500 mm 

Material Quality (Contact with the product) 
Material Quality (Non-Contact with the product) 

2B Surface Quality 3.1 B Certified and PVC Plated AISI 304L 
4N Surface Quality 3.1 B Certified and PVC Plated AISI 304L 

Inner Tank Material Thickness 

Bottom Conic 
Top Conic 
1. Body 

 
4,0 mm 
4,0 mm 
4,0 mm 

Isolated Tank Material Thickness 
Bottom Conic 
Top Conic 
1. Body 

 
2,5 mm 
- 
2,5 mm 

Insulation Properties 
Scope 
Insulation Material 
Insulation Plate 

 
Body+Bottom Conical 
70mm Rabitz Wire Rockwool 
4N Surface Quality 3.1 B Certified and PVC Plated AISI 304L 

Jacket Properties 
Scope / Material / Thickness 
Type 
Working Pressure / Test Pressure 

 
Body+Bottom Conical / AISI 304L 2B / 1,5mm 
Dimple Plate Type 
3 Bar / 6 Bar 

Mixer Properties 
Type 
Motor – Reducer 
Qty 

 
Vertical Anchor Type Mixer with Scraper 
3 kW 22 RPM Yilmaz Reducer+Gearbox 
1 Pcs 

Mixer Properties 
Type 
Motor – Reducer 
Qty 

 
Turbo Mixer 
3 kW 900 RPM Motor 
2 Pcs 

Carrier Foot Properties 
Type 
Pieces / Length / Thickness 
Material 

 
Conical Shrinker and Cylindrical, Adjustable 
3 Piece / / 3 mm 
4N Surface Quality 3.1 B Certified and PVC Plated AISI 304L 

Ladder It is out of scope. 

Top Safety Barrier It is out of scope. 

Accessory 
Manhole Cover 
Air Vent 
Sight Glass 
Sampling Valve 
Analog Thermometer 
C.I.P. Ball 
Product Inlet 
Product Outlet 
Jacket Inlet 
Jacket Outlet 
Bottom Level Switch 
Top Level Switch 
Temperature Transmitter (PT100) 
Pressure Transmitter 
Lifting Lug 
Control Panel  

 
320x450mm Oval Type MARCHISIO, Italy 
DN50 Hygienic Tank Vent 
DN100 AWH Brand Sight Glass 
It is out of scope. 
It is out of scope. 
2 Piece 360° Rotary Type CIP Ball + Union Connection  
- 
DIN65-Ø70mm Union Connection 
DN25-Ø33,7mm PN16 Flange Connection 
DN25-Ø33,7mm PN16 Flange Connection 
It is out of scope. 
It is out of scope. 
It is out of scope. 
It is out of scope. 
Available 
It is out of scope. 
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Other Properties 
➢ Automatic Robot T.I.G. Welding Method Will Be Applied to Every Possible Location. Manuel T.I.G. Welding Method Will Be Applied to 

Other Locations. 
➢ 220 Grit Band Polishing Process Will Be Applied to The Inner Surfaces of The Tank Resources. 
➢ 180 Grit Band Polishing Process Will Be Applied to The Outer Surfaces of The Tank Resources. 

  
 

Tank Label Content; 

 

 


